




R S T U W X Y Z

 1/2 1.38 0.72 1.38 1.00 1.44 0.78 1.44 0.94 0.06 0.25 0.19

 3/4 1.69 0.94 1.69 1.31 1.75 1.00 1.75 1.25 0.06 0.25 0.19

1 2.00 1.19 1.88 1.50 2.06 1.25 1.94 1.44 0.06 0.25 0.19

1 1/4 2.50 1.50 2.25 1.88 2.56 1.56 2.31 1.81 0.06 0.25 0.19

1 1/2 2.88 1.75 2.50 2.12 2.94 1.81 2.56 2.06 0.06 0.25 0.19

2 3.62 2.25 3.25 2.88 3.69 2.31 3.31 2.81 0.06 0.25 0.19

2 1/2 4.12 2.69 3.75 3.38 4.19 2.75 3.81 3.31 0.06 0.25 0.19

3 5.00 3.31 4.62 4.25 5.06 3.38 4.69 4.19 0.06 0.25 0.19

3 1/2 5.50 3.81 5.12 4.75 5.56 3.88 5.19 4.69 0.06 0.25 0.19

4 6.19 4.31 5.69 5.19 6.25 4.38 5.75 5.12 0.06 0.25 0.19

5 7.31 5.38 6.81 6.31 7.38 5.44 6.88 6.25 0.06 0.25 0.19

6 8.50 6.38 8.00 7.50 8.56 6.44 8.06 7.44 0.06 0.25 0.19

8 10.62 8.38 10.00 9.38 10.69 8.44 10.06 9.31 0.06 0.25 0.19

10 12.75 10.50 12.00 11.25 12.81 10.56 12.06 11.19 0.06 0.25 0.19

12 15.00 12.50 14.25 13.50 15.06 12.56 14.31 13.44 0.06 0.25 0.19

14 16.25 13.75 15.50 14.75 16.31 13.81 15.56 14.69 0.06 0.25 0.19

16 18.50 15.75 17.62 16.75 18.56 15.81 17.69 16.69 0.06 0.25 0.19

18 21.00 17.75 20.12 19.25 21.06 17.81 20.19 19.19 0.06 0.25 0.19

20 23.00 19.75 22.00 21.00 23.06 19.81 22.06 20.94 0.06 0.25 0.19

24 27.25 23.75 26.25 25.25 27.31 23.81 26.31 25.19 0.06 0.25 0.19

             1.

             2.

             3.

Alternate Flange Facings for                                                                                          

150, 300, 400, 600, 900, 1500 and 2500 lb. Flanges

Small 

Male      

(3)

RF, Large and 

Small Male 

and Tongue 

400, 600, 900, 

1500, & 2500 

lb. Standards 

(2)

Regular facing for 150 and 300 lb. Steel flanged fittings and flange standards is a 1/16 inch raised face included in the minimum flange 

thickness.  A 1/16 inch raised face is also permitted on the 400, 600, 900, 1500, and 2500 Lb. Flange standards, but it must be added to 

the minimum flange thickness.

Regular facing for 400, 600, 900, 1500, and 2500 lb. Flange standards is a ¼ inch raised face not included in minimum flange thickness 

dimensions.

Care should be taken in the use of joints of these dimensions, (they apply particularly on lines where the joint is made on the end of pipe) 

to insure that pipe used is thick enough to permit sufficient bearing surface to prevent crushing the gasket.  Threaded companion flanges 

are furnished with plain face and are threaded with American Standard Locknut Thread.

+ominal 

Size        

(in.)

RF, LJ, 

Large Male 

and Large 

Tongue

Small 

Tongue

ID of 

Large and 

Small 

Tongue

Large 

Female 

and Large 

Groove

Small 

Female 

(3)

Small 

Groove

ID of 

Large and 

Small 

Groove

Raised Face 

150 and 300 

Pound 

Standards 

(2)

Depth of 

Groove or 

Female
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Size (nominal pipe size)

Facing (RF, FF, RTJ, ect.)
Type (WN, SO, Threaded, Blind, SW, LJ)

Material

26"-60" covered by ANSI B16.47- WN and Blinds only

Quantity
Size (nominal pipe size)
Pressure Class
Facing 
Type
Bore (WN)
Series
Material
e.g.   2 - 36" 300# RF Blind Ser A 304

e.g.   30" 150# RFSO Series A per TT A105 

Boiler Code Class 75, 175, 350
B16.47 Ser A dimensions per Tube Turn

Type (ring, hub, blind)
Material (if not standard steel)
e.g.   3 - 30" Class D Ring 316

How to Inquiry a Flange

AWWA Flanges

Quantity
Size (nominal pipe size)
Class (B,D,E,F)

B16.47 Ser B dimensions with 1” hub (slightly tapered)

½” - 24” – covered by ANSI B16.5

Quantity

Pressure Class (150-2500)

Bore (if SW or WN)

e.g.   2 – 4” 300# RFWN STD 304

Slip-Ons larger than 24”

Industry Standard 125LW, 125/150, Class 250

Texas Flange 800‐826‐3801




